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GCS/GCC
24VDC

S E R I E S

Commander4 Series Selectable
Candela Evacuation Signals

•• AANNSSII//UULL 446644 aanndd AANNSSII//UULL 11997711 LLiisstteedd
•• FFMM AApppprroovveedd
•• CCSSFFMM:: 77113355--00556699::112222 ((GGCCCC))

77112255--00556699::112233 ((GGCCSS))
•• MMEEAA:: 228855--9911--EE 

Product Listings

Product Compliance
•• NNFFPPAA 7722 
•• AAmmeerriiccaannss wwiitthh DDiissaabbiilliittiieess AAcctt ((AADDAA))
•• IIBBCC//IIFFCC//IIRRCC
•• CCiittyy && SSttaattee oorrddiinnaanncceess//LLaawwss//RReegguullaattiioonnss
•• QQuuaalliittyy MMaannaaggeemmeenntt SSyysstteemm iiss cceerrttiiffiieedd ttoo::
IISSOO 99000011::22000088

Applications
The GCS/GCC Series is a ceiling mount strobe or horn/strobe combination
that offers dependable audible and visual alarms and the lowest current 
consumption.

The GCS/GCCoffers tamperproof field selectable candela options of 15, 30,
75, 95, 115 and 150 candela.

The GCC horn offers a continuous or synchable temporal three in 2400Hz and
mechanical tone.  All tones are easy for the professional to change in the field
by using switches.  The models are shipped from the factory in the temporal
three alarm mode.

The GC Series has a very minimal operating current and has a minimum flash
rate of 1Hz regardless of input voltage.

The Commander4 Series comes standard with the 4" mounting plate which 
incorporates the popular Super-Slide® feature that allows the installer to 
easily test for supervision.  The product also features a locking mechanism
which secures the product to the bracket without any screws showing.

The Commander4 also features the patented Checkmate® - Instant Voltage 
Verification feature which allows the installer to check the voltage drop draw
without removing the signal. 

The GC Series appliances are ANSI/UL 464 and ANSI/UL 1971 listed for use
with fire protective systems and are warranted for three years from the date of 
purchase.

Standard Features
•  Nominal voltage 24VDC
• Tamperproof field selectable candela options of 15, 30, 75, 95,115 & 150
• Super-Slide® Bracket - Ease of Supervision Testing 
•  Checkmate® - Instant Voltage Verification
•  Unit Dimensions: 6” (15.24 cm) x 2.6” (6.604 cm)
• Synchronize strobe and/or horn with Gentex AVSM Control Module  
• Prewire entire system, install mounting bracket, then install signals
•  Documented lower installation and operating costs
•  Input Terminals 12 to 18 AWG
• Switch Selection for High or Low dBA
• Switch Selection for 2400Hz or Mechanical Tone
• Switch Selection for Continuous or Temporal 3
• Tamperproof re-entrant grill
•  Surface mount with the GCSB (Gentex Ceiling Surface Mount Box)
•  Silence audible while visual appliance will remain flashing (for use in accepted jurisdictions)
• Faceplate available in red or off-white

Patents 
•• 77,,337755,,661177  MMaayy 2200,, 22000088 
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GCS24CR 904-1213-002 24VDC 15, 30, 75, 95, 115, 150
GCS24CW 904-1215-002 24VDC 15, 30, 75, 95, 115, 150
GCS24PCR 904-1214-002 24VDC 15, 30, 75, 95, 115, 150
GCS24PCW 904-1216-002 24VDC 15, 30, 75, 95, 115, 150
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IInn AAnneecchhooiicc RRoooomm 
ddBBAA  @@ 1100fftt..

GCC24CR 904-1209-002 24VDC 15, 30, 75, 95, 115, 150 81-86 90
GCC24PCR 904-1210-002 24VDC 15, 30, 75, 95, 115, 150 81-86 90
GCC24CW 904-1211-002 24VDC 15, 30, 75, 95, 115, 150 81-86 90
GCC24PCW 904-1212-002 24VDC 15, 30, 75, 95, 115, 150 81-86 90

GCS Series 24 Volt Ceiling Mount Selectable Strobe

GCC Series 24 Volt Ceiling Mount Selectable Horn/Strobe

HHoorrnn MMooddee
MMiinniimmuumm ddBBAA @@ 1100fftt..
ppeerr AANNSSII//UULL 446644

((HHIIGGHH))

MMiinniimmuumm ddBBAA @@ 1100fftt..
ppeerr AANNSSII//UULL 446644

((LLOOWW))

RReegguullaatteedd 2244VVDDCC
MMaaxx.. OOppeerraattiinngg

@@ HHiigghh SSeettttiinngg ((mmAA))

Temp 3 2400Hz 83 75 23

Temp 3 Mechanical 81 73* 22

Continuous 2400Hz 86 78 23

Continuous Mechanical 84 76 22

Candela 15cd 30cd 75cd 95cd 115cd 150cd

2244VVDDCC ((1166--3333 VVoollttss))
2244VVDDCC 7722mmAA 110011mmAA 116677mmAA 220000mmAA 221144mmAA 228866mmAA

UL Max1 120mA 120mA 200mA 220mA 290mA 321mA

NOTES:
• Operating temperature: 32°to 120°F (0° to 49°C).  The GC Series is not listed for outdoor use. 

• The sound output for the temporal 3 tone is rated lower since the time the horn is off is averaged into the sound output rating.   While the horn is 
producing a tone in the temporal 3 mode its sound pressure is the same as the continuous mode.

• For nominal and peak current across UL regulated voltage range for filtered DC power and unfiltered (FWR [Full Wave Rectified]) power, see 
installation manual.    

• Gentex does not recommend using a coded or pulsing signaling circuit with any of our strobe products (see Technical Bulletin Number 014).

* Operating the horn in this mode at this voltage will result in not meeting the minimum ANSI/UL 464 reverberant sound level required for public mode fire protection service. 
These settings are acceptable only for private mode fire alarm use.  Use the high dBA setting for public mode application (not applicable when using the chime tone. The 
chime tone is always private mode).

11 RMS current ratings are per UL average RMS method.  UL max current rating is the maximum RMS current within the listed voltage range (16-33VDC for 24VDC units).  For strobes 
the UL max current is usually at the minimum listed voltage (16VDC for 24VDC units).  For audibles the max current is usually at the maximum listed voltage.  For unfiltered FWR 
ratings, see installation manual.

MMooddeell DDeessiiggnnaattiioonnss::
C = Ceiling Mount
R = Red Faceplate W = White Faceplate

All units are available in plain (no lettering).  
PPllaaiinn uunniittss aarree nnoonn--rreettuurrnnaabbllee..

GC24 Product Strobe Current Ratings (mA)

GCC24 Product Horn Decibel and Current Ratings (mA)



Mounting Super-Slide®

1. SLIDE ONTO BRACKET

2. INSERT LOCKING SCREW

Checkmate® Instant Voltage Verification 

Switch positions 1 and 2 in the down position to select
isolated horn and strobe power inputs.  Switch 3 selects
between temporal or non-temporal tone.  Up is temporal.
Switch 4 selects between mechanical or high frequency
tone.  Up is mechanical.  Switch 5 selects between high
or low dBA.  Up is high dBA.

The access holes are provided in the back of the terminal block
to allow the voltage to be measured directly without removing the
device. Typically this would be done at the end of the line to 
confirm design criteria. Most measurements will be taken using
the S+ and S- locations although access is provided to other 
locations.  NOTICE: CARE SHOULD BE TAKEN TO NOT
SHORT THE TEST PROBES.

3. SNAP COVER OVER ASSEMBLY

Switch Locations 



GCS/GCC
24VDC

S E R I E S

551-0051-06

24 units per carton
29 pounds per carton

Important Notice:

These materials have been prepared by Gentex Corporation ("Gentex") for informational purposes only, are
necessarily summary, and are not purported to serve as legal advice and should not be used as such.  
Gentex makes no representations and warranties, express or implied, that these materials are complete and
accurate, up-to-date, or in compliance with all relevant local, state and federal laws, regulations and rules.
The materials do not address all legal considerations as there is inevitable uncertainty regarding 
interpretation of laws, regulations and rules and the application of such laws, regulations and rules to 
particular fact patterns.  Each person's activities can differently affect the obligations that exist under 
applicable laws, regulations or rules.  Therefore, these materials should be used only for informational 
purposes and should not be used as a substitute for seeking professional legal advice.  Gentex will not be 
responsible for any action or failure to act in reliance upon the information contained in this material.

Architect & Engineering Specifications
The visible and audible/visible signal shall be Gentex model GCS or GCC or approved equal and shall be listed by 

Underwriters Laboratories Inc. per ANSI/UL 1971 for the GCS and ANSI/UL 464 for the GCC. The notification appliance
shall also be listed with the California State Fire Marshal (CSFM) and the Bureau of Standards and Appeals (NYC).
The notification appliance (combination audible/visible units and audible units only) shall produce a peak sound output

of 90dBA or greater as measured at 24VDC in an anechoic chamber. The signaling appliance shall also have the 
capability to silence the audible signal while leaving the visible signal energized with the use of a single pair of power
wires. Additionally, the user shall be able to select either continuous or temporal tone output with the temporal signal 
having the ability to be synchronized.
The audible/visible and visible signaling appliance shall also maintain a minimum flash rate of 1Hz or up to 2Hz  

regardless of power input voltage.  The appliance shall have an operating current of 72mA or less at 24VDC for the 15 
candela strobe circuit.
The appliance shall be polarized to allow for electrical supervision of the system wiring. The unit shall be provided with

a mounting bracket with terminals with barriers for input/output wiring and be able to mount to a single gang or double
gang box or double workbox with the use of an adapter plate. The unit shall have an input voltage range of 16-33 volts with
either direct current or full wave rectified power.
The appliance shall be capable of test supervision without disconnecting wires, verify voltage without removing unit and

be capable of mounting to a surface back box.  

NOTES: 
• All strobes are designed to flash as specified with continuous applied voltage.  Strobes should not be used on coded or pulsing 
signaling circuits.  However, use of the Gentex AVSM control module or Gentex synchronization protocol is permitted to synchronize 
the strobe, horn and/or mute the horn.  See Technical Bulletin 014 for additional information.

• FFOORR SSYYNNCCHHRROONNIIZZAATTIIOONN WWIIRRIINNGG IINNFFOORRMMAATTIIOONN,, RREEFFEERREENNCCEE AAVVSSMM CCOONNTTRROOLL MMOODDUULLEE DDAATTAA SSHHEEEETT ((555511--00003311)) 
AANNDD//OORR AAVVSSMM CCOONNTTRROOLL MMOODDUULLEE MMAANNUUAALL ((555500--00228844)) FFOORR SSYYNNCCHHRROONNIIZZAATTIIOONN MMOODDUULLEE WWIIRRIINNGG DDIIAAGGRRAAMMSS..  AAVVSSMM 
CCOONNTTRROOLL MMOODDUULLEE DDAATTAA SSHHEEEETT AANNDD MMAANNUUAALL CCAANN BBEE OOBBTTAAIINNEEDD AATT hhttttpp::////wwwwww..ggeenntteexx..ccoomm OORR CCAALLLL GGEENNTTEEXX 
CCOORRPPOORRAATTIIOONN AATT 11--880000--443366--88339911..

Conventional GC Series Wiring Diagrams 
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